










P R E M I E R  D I A G N O S T I C  U LT R A S O U N D

Diagnostic ultrasound 

that delivers unparalleled 

image resolution.

One Powerful Vision
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Hardware Features

•	 Built-in DVD burner
•	 Removable one-terabyte storage drive
•	 Wide screen high resolution monitor

Electrical Requirements

Power supply	 100-240 VAC auto-ranging

Frequency 	 50/60 Hz

Input power	 220 VA

System Size 	 15.5 x 17 x 6.5 inches �(39 x 43 x 16.5 cm)

Weight	 26 lbs. (12kg)

B-Scan Modes

•	 Four sets of electronic distance measurement calipers  
with variable velocity 

•	 Two sets of electronic angle measurement calipers  
with variable velocity 

• Text annotations

•	 Movie sequence adjustable up to 10 seconds

	 -  Real-time image viewing

	 -  Movie editing capability

Posterior Segment 10 MHz

•	 25 frames-per-second image acquisition rate 

•	 Sealed probe

•	 Gain adjustable from 27-90 dB

•	 Adjustable dynamic range via Log, S1, S2, S3

•	 Axial resolution: 50 microns* 

•	 Lateral resolution: 100 microns*

•	 Scanning angle: 52 degrees

•	 Image depth: 45 mm

Wide field anterior segment 20 MHz

•	 13 frames-per-second image acquisition rate

•	 Gain adjustable from 27-90 dB

•	 Adjustable dynamic range via Log, S1, S2, S3

•	 Axial resolution: 25 microns*

•	 Lateral resolution: 30 microns* 

•	 Scanning angle: 30 degrees 

•	 Image depth: 12 mm

•	 Image width at focal zone: 15-17 mm

* Electronic sample resolution at the focal point

Specifications are subject to change without notice.

A-Scan Modes

•	 IOL power calculations and analysis:
	 -	 Holladay-I
	 -	 SRK-T
	 -	 Haigis
	 -	 Hoffer-Q

•	 Movie sequence adjustable up to 5 seconds

•	 50 frames-per-second image acquisition rate 

Axial length biometry A-Scan

•	 Immersion or contact method

•	 Solid focused probe with internal fixation light

•	 Probe frequency: 10 MHz

•	 Image depth: 40 mm

•	 Points on x-axis: 2048

•	 8 bit resolution

•	 Steps of resolution: 256

•	 Measurement accuracy: 50 microns inherent, 100 microns clinical

•	 Automatic or manual image capturing 

•	 Built-in pattern recognition with automatic scleral echo detection 

•	 Statistics: average and standard deviation

Standardized diagnostic A-Scan

•	 Two caliper measurements displayed in mm with variable velocities

•	 Tissue sensitivity value stored in memory with reset function

•	 Probe frequency: 8 MHz parallel beam

•	 Measurement accuracy: 50 microns inherent, 100 microns clinical
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High Resolution Goes Ultra
THE NEW GENERATION EYE CUBEDTM MAKES IT  POSSIBLE TO EVALUATE 

OCULAR STRUCTURES MORE CLEARLY THAN EVER BEFORE.

Network and Connectivity

•	 Four USB 2.0 ports for memory sticks and peripherals
•	 Built-in multimedia reader 
•	 Fully network and printer-ready (gigabit ethernet)
•	 Thermal “easy print” feature
•	 Windows XP operating system
•	 Multilingual user interface

Data Management

•	 Data archiving and export capability
•	 Customized report capability
•	 Auto sequencing of scan labels 
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